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NU-SLEEVE SG-200
Mechanical & Abrasion Protection
Electrical Insulation
Thermal Protection

Uncoated& Coated Sleeving

Coated braided fiberglass

Fiberglass
Silicone rubber

Standard: Black, white, natural (tan), red, red oxide, blue, yellow, green,
orange

Option: Other colors upon request

Low: -55°C (-67°F)
High: 230°C (446°F)

Thermal and electrical insulation
Flexible and expandable



Da
ta

an
d
ph

ot
os

fo
ri
nf
or
m
at
io
n
on

ly.
De

lfi
ng

en
m
ak
es

no
w
ar
ra
nt
ie
s
as

to
th
e
aa
cu

ra
cy

or
co

m
pl
et
en

es
s
of
th
is

in
fo
rm

at
io
n.

De
lfi
ng

en
re
se
rv
es

th
e
rig

ht
to
m
ak
e
ch

an
ge

s
in
m
at
er
ia
ls
or

pr
oc

es
si
ng

w
ith

ou
tn

ot
ifi
ca
tio

ns
.

DE
LF

IN
G
EN

_N
U
-S
LE

EV
E
SG

-2
00
_E

N
_v
1.
3

PHYSICAL PROPERTIES

Physical properties Spec Unit Value

Continous temperature of
use - min/max (3000h) - °C (°F) -55/230 (-67/446)

Short term temperature - °C (°F) 250 (482)

Dielectrical properties - - up to 8 kV

Heat aging - - no effect - 275°C (527°F) for 136h

Flammability FMVSS 302 - non-flammable

Abrasion resistance SAE ARP 1536
ISO 6722 cycles 2300

560

Chemical resistance Resists the majority of chemicals and automotive fluids

DIMENSIONS

Designation Nominal A Ø (mm)
NU-SLEEVE SG-200 03 3
NU-SLEEVE SG-200 04 4
NU-SLEEVE SG-200 05 5
NU-SLEEVE SG-200 06 6
NU-SLEEVE SG-200 07 7
NU-SLEEVE SG-200 08 8
NU-SLEEVE SG-200 10 10

NU-SLEEVE SG-200 11 11
NU-SLEEVE SG-200 13 13
NU-SLEEVE SG-200 14 14
NU-SLEEVE SG-200 16 16
NU-SLEEVE SG-200 19 19
NU-SLEEVE SG-200 22 22

NU-SLEEVE SG-200 25 25
NU-SLEEVE SG-200 29 29
NU-SLEEVE SG-200 32 32
NU-SLEEVE SG-200 38 38

APPROVALS PACKAGING

Direct:
Ford, Renault-Nissan,
Volkswagen Group

Via Tier-1:
Brilliance Auto, Caterpillar,
GeneralMotors, Jaguar/Land
Rover, Volvo Cars Corp.

Spools
Bulk spools
Cut lengths

sales@delfingen.com • www.delfingen.com
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Over 7kV

Grade A
7kV

ACRYLIC

VINYL

Nu-Sleeve AG1 55 S

Nu-Sleeve AG1 55 A

Nu-Sleeve T1 1 7

Nu-Sleeve SG-200 A

SILICON E

Grade B
4kV

Nu-Sleeve
VG-1 30 A

Nu-Sleeve VPI-1 55 Nu-Sleeve VPI-200
Nu-Sleeve SG-240

Nu-Sleeve
VG-1 30 B

Nu-Sleeve AG-1 55 B Nu-Sleeve SG-200 B

Grade C
2,5kV

No Dielectric

Nu-Sleeve
VG-1 30 C Nu-Sleeve AG-1 55 C Nu-Sleeve SG-200 C

Nu-Flex HT-1 220, Nu-Flex HT-1 232
Nu-Flex HTS-520, Nu-Flex HTS-532, Nu-Flex WHS-25

0°C
30°F

1 30°C
270°F

1 55°C
31 0°F

200°C
390°F

240°C
460°F

600°C
1 1 1 2°F

Operating Temperature
© Delfingen


